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Our Quality Policy

The fact that customer satisfaction  

as a priority action in this direction

is  to provide products and services.

For this reason,

•Complying with the terms of

the  quality management 

system, to  sustain activity.

•Ethics, values, respect and team  
spirit, and the potential to

increase  customer satisfaction.

•Improve the competitiveness of

the industry by continuously
improving staff satisfaction and

education.

•Our employees, customers,

suppliers  long-term commitment 
to our  organizations and 

institutions to  increase non-

cooperation.

•The provisions of relevantlaws  
and standards to export to the  

framework.

ABOUTUS

Our company ever since its 
incorporation in the  

telecommunication sector has been 
operating the machine.  Our company 

since its establishment until the 

superiorservice  quality and customer 
satisfaction continues to be one of the  

leading companies.

Our Vision

Profitable and sustainable growth to 

ensure long-termcustomer  and 
employee satisfaction, and satisfaction 

as well asaims.

OurMission

High standards, quality service in the 
time of our customers  tomaximize 

customer satisfaction and respect the 
rights. Our

products, solutions, after sales service 
we provide our customers  with 

reliability and high business ethics as 
thefirst choice to

be a company that creates value for our 
employees andour

customers.
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COOLER

•The air cooler equipment is using when the ambient temperature is  
exceeding 20 0C during cable blowing or if there is no air cooler system in  
compressor you need to use air cooler.
•This equipment is working with the compressed air which is coming  
from compressor .
•Compressed air is working the air motor which turns the fan , and fan is
cooling air which goes to the cable blowing machine and duct.
•If you do not make air cooler your duct can be damaged because of  
the hot wheather and also there will be more friction between cable and  
duct.These thing effects your blowing distance.
•Dimensions of the equipment is 74cm *45 cm * 52 cm.
•Weight of the equipment is 40 kg
•Equipment is taking moisture in the compressed air.
•Fan is starting or stopping by the vane with handle.
•Air motor is using 0.2 Meter cup / minute air and working on 6 bar.
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EC DECLARATION OF
CONFIRMITY
UPCOM TELEKOMUKASYON BILIŞIM TEKNOLOJILERI URUNLERI SAN. VE TIC. LTD. STI.

According to Machinery Directive2006/42/EEC
Declaration:
Herewith we declare under our own responsibility that theproducts  
designated below
Products:
Fiber optic cable blowing machine
are manufactured in accordance with theEC Directives
Directives:
Managing Director
Machinery Directive 2006/42/EEC including their amendments.  
Harmonised Standards: TS EN ISO 12100, EN60204-1
Istanbul, 2018



FIBER OPTIC CABLE BLOWING MACHINES



FIBER OPTIC CABLE BLOWINGMACHINES

ISTANBUL, TURKEY
0090 535 765 18 57
www.upcom.com.tr
info@upcom.com.tr


